PROPOSED BUILDING STANDARDS – DSA ACCESS COMPLIANCE


	Item No. / Section
	Existing 2010 CBC Code Text
	Proposed Modified CBC Code Text

	
	
	

	Item 1.0 /
Section 1102B:
	
PROFESSIONAL OFFICE OF A HEALTH CARE PROVIDER is a location where a person or entity, regulated by the State to provide professional services related to the physical or mental health of an individual, makes such services available to the public. The facility housing the professional office of a health care provider only includes floor levels housing at least one health care provider, or any floor level designed or intended for use by at least one health care provider.

PUBLIC USE AREA means interior or exterior rooms or spaces of a building that are made available to the general public and does not include common use areas. Public use areas may be provided at a building that is privately or publicly owned.
	
PROFESSIONAL OFFICE OF A HEALTH CARE PROVIDER is a location where a person or entity, regulated by the State to provide professional services related to the physical or mental health of an individual, makes such services available to the public. The facility housing the professional office of a health care provider only includes floor levels housing at least one health care provider, or any floor level designed or intended for use by at least one health care provider.

PUBLIC ENTITY means any State or local government; any department, agency, special-purpose district, or other instrumentality of a State or States or local government.
PUBLIC HOUSING means housing facilities constructed or altered by, on behalf of, or for the use of a public entity.  

PUBLIC USE AREA means interior or exterior rooms or spaces of a building that are made available to the general public and does not include common use areas. Public use areas may be provided at a building that is privately or publicly owned.

	Related Item 1.1 /
Section 202:
	PUBLIC ENTRANCE [DSA-AC] An entrance that is not a service entrance or a restricted entrance.

PUBLIC-USE AREAS. [DSA-AC] See Chapter 11A, Section 1107A.16-P, and Chapter 11B, Section 1102B.
	PUBLIC ENTITY.  See Chapter 11B, Section 1102B.

PUBLIC ENTRANCE [DSA-AC] An entrance that is not a service entrance or a restricted entrance.

PUBLIC HOUSING.  See Chapter 11B, Section 1102B.

PUBLIC-USE AREAS. [DSA-AC] See Chapter 11A, Section 1107A.16-P, and Chapter 11B, Section 1102B.

	Related Item 1.2 /
Chapter 11B title:
	CHAPTER 11B

ACCESSIBILITY TO PUBLIC BUILDINGS, PUBLIC ACCOMMODATIONS, COMMERCIAL BUILDINGS AND PUBLICLY FUNDED HOUSING
	CHAPTER 11B

ACCESSIBILITY TO PUBLIC BUILDINGS, PUBLIC ACCOMMODATIONS, COMMERCIAL BUILDINGS AND PUBLIC HOUSING

	Related Item 1.3 /
Section 1111B.5:
	1111B.5 Buildings and complexes containing publicly funded dwelling units.
1111B.5.1 General.  Buildings and complexes containing publicly funded dwelling units shall be accessible as required by Chapter 11A, Housing Accessibility, except that scoping requirements for covered multifamily dwellings include one or more publicly funded dwelling units, and are required to comply with Division IV – Accessibility for Existing Buildings, beginning with Section 1134B.
	1111B.5 Buildings and complexes containing public housing.

1111B.5.1 General.  Buildings and complexes containing public housing shall be accessible as required by Chapter 11A, Housing Accessibility, except that for scoping purposes, covered multifamily dwellings are dwelling units in buildings consisting of one or more dwelling units. In addition, buildings or complexes containing public housing are required to comply with Division IV – Accessibility for Existing Buildings, beginning with Section 1134B.  The accessibility provisions of Chapter 11A apply to common-use areas and individual dwelling units. The accessibility provisions of Chapter 11B apply to public-use areas.  



	Related Item 1.4 /
Section 1115B.4.1
	1115B.4 Accessible fixtures.

1115B.4.1 Accessible water closets.  Water closets required to be accessible shall comply with this subsection:

6. See the Section 1134A.7 for additional requirements for water closets in publicly funded housing and all nonresidential occupancies.
	1115B.4 Accessible fixtures.

1115B.4.1 Accessible water closets.  Water closets required to be accessible shall comply with this subsection:

6. See the Section 1134A.7 for additional requirements for water closets in public housing.

	Item 2.0 /
Section 1104B.3
	SECTION 1104B – ACCESSIBILITY FOR GROUP A OCCUPANCIES

1104B.3 Auditoriums, assembly halls, theaters and related facilities.
1104B.3.4 Wheelchair spaces.
1.
The number of such spaces is as shown in Table 11B-1.

TABLE 11B-1

WHEELCHAIR SEATING SPACES
SEATING CAPACITY

NO. OF WHEELCHAIR

SEATING SPACES

4 to 25

1

26 to 50

2

51 to 300

4

301 to 500

6

In addition, 1 percent, but not less than one, of all fixed seats, shall be aisle seats with no armrests on the aisle side, or removable or folding armrests on the aisle side. Each such seat shall be identified by a sign or marker with the International Symbol of Accessibility (see Figure 11B.6).  Signage notifying patrons of the availability of such seats shall be posted at the ticket office.  Signs and markers shall comply with 1117B.5.1 items 2 and 3, as applicable.

2.
When the seating capacity exceeds 500, one additional wheelchair seating space shall be provided for each total seating capacity increase of 100.
3.
The ground or floor at spaces shall be level and shall comply with Section 1124B.


	SECTION 1104B – ACCESSIBILITY FOR GROUP A OCCUPANCIES

1104B.3 Auditoriums, assembly halls, theaters and related facilities.
1104B.3.4 Wheelchair spaces.
1.
The number of such spaces is as shown in Table 11B-1.

TABLE 11B-1

WHEELCHAIR SEATING SPACES
SEATING CAPACITY

NO. OF WHEELCHAIR

SEATING SPACES

4 to 25

1

26 to 50

2

51 to 300

4

301 to 500

6

2.
When the seating capacity exceeds 500, one additional wheelchair seating space shall be provided for each total seating capacity increase of 100.
3.
The ground or floor at spaces shall be level and shall comply with Section 1124B.



	Item 2.0 /

Section 1104B.3
(continued)
	1104B.3.5 Placement of wheelchair locations. Wheelchair areas shall ...
1104B.3.6 Size of wheelchair location. Each wheelchair location ...
1104B.3.7 Removable seats. Readily removable seats ...
1104B.3.8 Seating for semi-ambulant individuals. In addition to ...
1104B.3.9 Life safety. In determining ...
1104B.3.10 Access to performing areas. An accessible route ...
1104B.3.11 Stages, enclosed and unenclosed platforms, and orchestra pits. Stages, enclosed and …
1104B.3.12 Ticket booths. Customer and employee ...
1104B.3.13 Miscellaneous areas. Public toilets ...


	1104B.3.5 Placement of wheelchair locations. Wheelchair areas shall ...
1104B.3.6 Size of wheelchair location. Each wheelchair location ...
1104B.3.7 Removable seats. Readily removable seats ...
1104B.3.8 Seating for semi-ambulant individuals. In addition to ...
1104B.3.9 Designated aisle seats.  In addition to the wheelchair spaces required, 1 percent, but not less than one, of all fixed seats, shall be designated aisle seats with no armrests on the aisle side, or with removable or folding armrests on the aisle side. The designated aisle seats shall be those located closest to accessible routes.  Each such seat shall be identified by a sign or marker with the International Symbol of Accessibility (see Figure 11B.6).  Signage notifying patrons of the availability of such seats shall be posted at the ticket office.  Signs and markers shall comply with Section 1117B.5.1 items 2 and 3, as applicable.
1104B.3.10 Life safety. In determining ...
1104B.3.11 Access to performing areas. An accessible route ...
1104B.3.12 Stages, enclosed and unenclosed platforms, and orchestra pits. Stages, enclosed and …
1104B.3.13 Ticket booths. Customer and employee ...
1104B.3.14 Miscellaneous areas. Public toilets ...



	Related Item 2.1 /
Section 1104B.4.2
	SECTION 1104B – ACCESSIBILITY FOR GROUP A OCCUPANCIES

1104B.4 Stadiums, grandstands, bleachers, athletic pavilions, gymnasiums and miscellaneous sport-related facilities.
1104B.4.2 Ticket booth. Ticket booths shall comply with Section 1104B.3.12.
	SECTION 1104B – ACCESSIBILITY FOR GROUP A OCCUPANCIES

1104B.4 Stadiums, grandstands, bleachers, athletic pavilions, gymnasiums and miscellaneous sport-related facilities.
1104B.4.2 Ticket booth. Ticket booths shall comply with Section 1104B.3.13.

	Item 3.0 /
Section 1115B.4
	SECTION 1115B – BATHING AND TOILET FACILITIES (SANITARY FACILITIES)

1115B.4 Accessible fixtures.

1115B.4.1 Accessible water closets.  Water closets required to be accessible shall comply with this subsection:

1.
The centerline of the water closet fixture shall be 18 inches (457 mm) from the side wall or partition. On the other side of the water closet, provide a minimum of 28 inches (711 mm) wide clear floor space if the water closet is adjacent to a fixture or a minimum of 32 inches (813 mm) wide clear floor space if the water closet is adjacent to a wall or partition.  This clear floor space shall extend from the rear wall to the front of the water closet. 

2.
A minimum ...

3.
Grab bars

4.
The height …

5.
Controls ...

6.
See ...

7.
Automatic ...


	SECTION 1115B – BATHING AND TOILET FACILITIES (SANITARY FACILITIES)

1115B.4 Accessible fixtures.

1115B.4.1 Accessible water closets.  Water closets required to be accessible shall comply with this subsection:

1.
The centerline of the water closet fixture shall be 16 inches (406 mm) minimum to 18 inches (457 mm) maximum from the side wall or partition. On the other side of the water closet, provide a minimum of 28 inches (711 mm) wide clear floor space if the water closet is adjacent to a fixture or a minimum of 32 inches (813 mm) wide clear floor space if the water closet is adjacent to a wall or partition.  This clear floor space shall extend from the rear wall to the front of the water closet. 

Exception: The water closet shall be 17 inches (432 mm) minimum and 19 inches (483 mm) maximum from the side wall or partition in the ambulatory accessible compartment specified in Section 1115B.3.1, Item 5.

2.
A minimum ...

3.
Grab bars

4.
The height …

5.
Controls ...

6.
See ...

7.
Automatic ...

	Related Item 3.1 /
Table 1115B-1
	SECTION 1115B – BATHING AND TOILET FACILITIES (SANITARY FACILITIES)

TABLE 1115B-1

SUGGESTED DIMENSIONS FOR CHILDREN’S USE

The Division of the State Architect - Access Compliance recommends the following dimensions as adequately serving the needs of children in projects under our jurisdiction. These recommendations are based on the federal “Recommendations for Accessibility for Children in Elementary School” and other recognized publications on access for children:

A = Adult Dimensions (age 12 and over)

E = Elementary Dimensions

K = Kindergarten and Pre-school Dimensions

SUGGESTED

DIMENSION

A

(Inches)

E

(Inches)

K

(Inches)

Toilet centering from wall
18
15
12
Toilet seat height/ Dimensions to top of seat
17-19
15
10-12
Grab bar height (side)
33
27
20-22
Toilet paper in front of toilet
12 max
6 max
6 max
Napkin disposal in front of toilet
12 max
12 max
N/A
Dispenser or mirror height
40 max
36 max
32 max
Lavatory/sink top height
34 max
29 max
24 max
Lavatory/sink knee clearance
27 min
24 min
19 min
Urinal lip height
17 max
15 max
13 min
Urinal flush handle height
44 max
37 max
32 max
Drinking fountain bubbler height
36 max
32 max
30 max
Drinking fountain knee clearance
27 min
24 min
22 min
Ramp/stair handrail height
34-38
27
22

	SECTION 1115B – BATHING AND TOILET FACILITIES (SANITARY FACILITIES)

TABLE 1115B-1

SUGGESTED DIMENSIONS FOR CHILDREN’S USE

The Division of the State Architect - Access Compliance recommends the following dimensions as adequately serving the needs of children in projects under our jurisdiction. These recommendations are based on recognized publications on access for children:

A = Adult Dimensions (age 12 and over)

E = Elementary Dimensions

K = Kindergarten and Pre-school Dimensions

SUGGESTED

DIMENSION

A

(Inches)

E

(Inches)

K

(Inches)

Toilet centering from wall
16-18*
15
12
Toilet seat height/ Dimensions to top of seat
17-19
15
10-12
Grab bar height (side)
33
27
20-22
Toilet paper in front of toilet
12 max
6 max
6 max
Napkin disposal in front of toilet
12 max
12 max
N/A
Dispenser or mirror height
40 max
36 max
32 max
Lavatory/sink top height
34 max
29 max
24 max
Lavatory/sink knee clearance
27 min
24 min
19 min
Urinal lip height
17 max
15 max
13 min
Urinal flush handle height
44 max
37 max
32 max
Drinking fountain bubbler height
36 max
32 max
30 max
Drinking fountain knee clearance
27 min
24 min
22 min
Ramp/stair handrail height
34-38
27
22
* A range of 17-19 inches is permitted in an ambulatory

accessible compartment


	Related Item 3.2 /

Figures 11B-1A & 11B-1B
	Revisions to Figures 11B-1A & 11B-1B – See Item 19
	Revisions to Figures 11B-1A & 11B-1B – See Item 19

	Item 4.0 /

Section 1115B.4.3
	SECTION 1115B – BATHING AND TOILET FACILITIES (SANITARY FACILITIES)

1115B.4 Accessible fixtures.

1115B.4.3 Accessible lavatories. Lavatories required to be accessible shall comply with this subsection.  The requirements of this subsection shall apply to lavatory fixtures, vanities and built-in lavatories. …
	SECTION 1115B – BATHING AND TOILET FACILITIES (SANITARY FACILITIES)

1115B.4 Accessible fixtures.

1115B.4.3 Accessible lavatories. Lavatories required to be accessible shall comply with this subsection.  When not all lavatories are accessible, accessible lavatories shall be identified by a sign clearly visible to a person in a wheelchair displaying the International Symbol of Accessibility complying with Section 1117B.5.8. The sign shall be a minimum of 4 inches by 4 inches (102 mm by 102mm).  The requirements of this subsection shall apply to lavatory fixtures, vanities and built-in lavatories. …

	Item 5.0 /

Section 1115B.7
	SECTION 1115B – BATHING AND TOILET FACILITIES (SANITARY FACILITIES)

1115B.7 Grab bars, tub and shower seats. All grab bars, tub and shower seats shall comply with this section.

1115B.7.1 Diameter or width. The diameter ...

1115B.7.2 Structural strength. The structural strength …

1115B.7.3 Surface. A grab bar ...
	SECTION 1115B – BATHING AND TOILET FACILITIES (SANITARY FACILITIES)

1115B.7 Grab bars, tub and shower seats. All grab bars, tub and shower seats shall comply with this section.

1115B.7.1 Diameter or width. The diameter ...

1115B.7.2 Structural strength. The structural strength …

1115B.7.3 Surface. A grab bar ...

1115B.7.4 Unobstructed use.  Adjacent elements, for example water closet flush valves, shall be positioned to provide unobstructed use of grab bars at the specified locations.  The space between the grab bar and projecting objects below and at the ends shall be 1-1/2 inches (38 mm) minimum.  The space between the grab bar and projecting objects above shall be 12 inches (305 mm) minimum.

	Related Item 5.1 /

Figure 11B-1C (b)
	New Figure 11B-1C (b) – See Item 19
	New Figure 11B-1C (b) – See Item 19

	Item 6.0 /

Section 1117B.7
	SECTION 1117B – OTHER BUILDING COMPONENTS

1117B.7 Automated teller machines and point of sale machines.   

1117B.7.1 Definitions.

AUTOMATED TELLER MACHINE (ATM) means any electronic information processing device, including a point-of-sale machine, used by a financial institution or other business entity and its customers for the primary purpose of executing financial transactions between itself and its customers. For the purposes of this section, automated teller machine includes point-of-sale machines used in grocery stores, ticket sales facilities, and other business entities, but does not include card reading devices located on fuel pump islands at gasoline service stations and motor-vehicle fuel facilities.
ATM SITE means that immediate area which is within or made or to be made part of an existing building or a building to be constructed, and to which one or more ATMs is or shall be affixed.
ATM INSTALLATION means a single ATM structurally affixed to a building or other structure.
	SECTION 1117B – OTHER BUILDING COMPONENTS

1117B.7 Automated teller machines and point of sale machines.   

1117B.7.1 Definitions.

AUTOMATED TELLER MACHINE (ATM) means any electronic information processing device  which accepts or dispenses cash in connection with a credit, deposit, or convenience account. The term does not include devices used solely to facilitate check guarantees or check authorizations, or which are used in connection with the acceptance or dispensing of cash on a person-to-person basis, such as by a store cashier.  

POINT-OF-SALE DEVICE means any device used for the purchase of a good or service where a personal identification number (PIN) is required.  



	Item 6.0 /

Section 1117B.7
(continued)
	1117B.7.2 General. Where ATMs are provided for the public, they shall comply with this section.

Exceptions:

1.
In grocery stores and other retail outlets with point-of-sale machines located at individual check stands, machines that are located at accessible check stands must be made accessible. Where machines are located away from individual check stands, they must all be made accessible.
2.
Where the enforcing agency determines that compliance with this regulation would create an unreasonable hardship, an exception may be granted when equivalent facilitation is provided through the use of other methods or materials.
3.
In existing buildings, these regulations shall not apply when legal or physical constraints would not allow compliance with these regulations or equivalent facilitation without creating an unreasonable hardship. See Section 109.1.5.
4.
Drive-up only automated teller machines are not required to comply with this section.
5.
Card reading devices located on fuel pump islands at gasoline service stations and motor-vehicle fuel facilities are not required to comply with Sections 1114B through 1126B and all subsections there under.
	1117B.7.2 General. Where ATMs and point-of-sale devices are provided for the public, they shall comply with this section.

Exceptions:

1.
In grocery stores and other retail outlets with point-of-sale devices located at individual check stands, devices that are located at accessible check stands must be made accessible. Where devices are located away from individual check stands, they must all be made accessible.
2.
Where the enforcing agency determines that compliance with this regulation would create an unreasonable hardship, an exception may be granted when equivalent facilitation is provided through the use of other methods or materials.
3.
In existing buildings, these regulations shall not apply when legal or physical constraints would not allow compliance with these regulations or equivalent facilitation without creating an unreasonable hardship. See Section 109.1.5.
4.
Drive-up only automated teller machines are not required to comply with this section.
5.
Card reading devices located on fuel pump islands at gasoline service stations and motor-vehicle fuel facilities are not required to comply with Sections 1114B through 1126B and all subsections there under.

	Item 6.0 /

Section 1117B.7
(continued)
	1117B.7.3 Controls. Controls for user activation shall comply with the requirements of Section 1117B.6, Item 4, which states that controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required to activate controls shall be no greater than 5 pounds (22.2 N) of force.

1117B.7.4 Clearances and reach range. Free-standing or built-in units not having a clear space under them shall comply with the following as to clearance and reach range.

1117B.7.4.1 Where one ATM is provided. Where one ATM is provided at a location, it shall meet the specifications of Section 4.34 of the Americans with Disabilities Act Standards for Accessible Design as follows:

1.
The ATM shall be located so that clear floor space complying with Section 1118B.4 is provided to allow a person using a wheelchair to make a forward approach, a parallel approach, or both, to the machine.

2.
Forward approach only. If only a forward approach is possible, operable parts of all controls shall be placed within the forward reach range specified in Section 1118B.5.
	1117B.7.3 Controls. Controls for user activation shall comply with the requirements of Section 1117B.6, Item 4, which states that controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required to activate controls shall be no greater than 5 pounds (22.2 N) of force.

1117B.7.4 Clearances and reach range. Free-standing or built-in ATM units not having a clear space under them shall comply with the following as to clearance and reach range.

1117B.7.4.1 Where one ATM is provided. Where one ATM is provided at a location, it shall meet the specifications of Section 4.34 of the Americans with Disabilities Act Standards for Accessible Design as follows:

1.
The ATM shall be located so that clear floor space complying with Section 1118B.4 is provided to allow a person using a wheelchair to make a forward approach, a parallel approach, or both, to the machine.

2.
Forward approach only. If only a forward approach is possible, operable parts of all controls shall be placed within the forward reach range specified in Section 1118B.5.

	Item 6.0 /

Section 1117B.7
(continued)
	3.
Parallel approach only. If only a parallel approach is possible, operable parts of controls shall be placed as follows:

3.1
Reach depth not more than 10 inches (254 mm). Where the reach depth to the operable parts of all controls as measured from the vertical plane perpendicular to the edge of the unobstructed clear floor space at the farthest protrusion of the automated teller machine or surround is not more than 10 inches (254 mm), the maximum height from the floor shall be 54 inches (1372 mm).

3.2
Reach depth more than 10 inches (254 mm). Where the reach depth to the operable parts of any control as measured from the vertical plane perpendicular to the edge of the unobstructed clear floor space at the farthest protrusion of the ATM or surround is more than 10 inches (254 mm), the maximum height from the floor shall be as shown in Table 11B-5.

4.
Forward and parallel approach. If both a forward and parallel approach are possible, operable parts of controls shall be placed within at least one of the reach ranges in Item 2 or 3.

5.
Bins. Where bins are provided for envelopes, waste paper, or other purposes, at least one of each type provided shall comply with the applicable reach ranges in Item 2, 3 or 4.

Exception: Where a function can be performed in a substantially equivalent manner by using an alternate control, only one of the controls needed to perform that function is required to comply with this section. If the controls are identified by tactile markings, such markings shall be provided on both controls.


	3.
Parallel approach only. If only a parallel approach is possible, operable parts of controls shall be placed within the side reach range specified in Section 1118B.6.

4.
Forward and parallel approach. If both a forward and parallel approach are possible, operable parts of controls shall be placed within at least one of the reach ranges in Item 2 or 3.

5.
Bins. Where bins are provided for envelopes, waste paper, or other purposes, at least one of each type provided shall comply with the applicable reach ranges in Item 2, 3 or 4.

Exception: Where a function can be performed in a substantially equivalent manner by using an alternate control, only one of the controls needed to perform that function is required to comply with this section. If the controls are identified by tactile markings, such markings shall be provided on both controls.



	Item 6.0 /

Section 1117B.7
(continued)
	1117B.7.4.2 Where two ATMs are provided. Where two ATMs are provided at a location, one shall comply with Section 1117B.7.4.1, except that the highest operable part shall be 48 inches (1219 mm) maximum. The second ATM is not regulated as to height, including height of display.

1117B.7.4.3 Where three or more ATMs are provided. Where three or more ATMs are provided, two shall be used to satisfy Section 1117B.7.4.2, above. For the additional ATMs beyond the first two, at least 50 percent shall comply with Section 1117B.7.4.1. The remainder are not regulated as to height, including height of display. If features provided differ from ATM to ATM, all features shall be equally represented among the accessible ATMs.
	1117B.7.4.2 Where two ATMs are provided. Where two ATMs are provided at a location, one shall comply with Section 1117B.7.4.1, except that the highest operable part shall be 48 inches (1219 mm) maximum. The second ATM is not regulated as to height, including height of display.

1117B.7.4.3 Where three or more ATMs are provided. Where three or more ATMs are provided, two shall be used to satisfy Section 1117B.7.4.2, above. For the additional ATMs beyond the first two, at least 50 percent shall comply with Section 1117B.7.4.1. The remainder are not regulated as to height, including height of display. If features provided differ from ATM to ATM, all features shall be equally represented among the accessible ATMs.

	Item 6.0 /

Section 1117B.7
(continued)
	1117B.7.5 Display. LED, cathode ray or other screen devices intended to be viewed by the user shall be positioned so they are readily visible to and usable by a person sitting in a wheelchair with approximate eye level of 45 inches (1143 mm), and shall comply with the following requirements:

1.
Vertically mounted screen devices. If mounted vertically or tipped no more than 30 degrees away from the viewer, the center line of screens and other screen devices shall be located a maximum of 52 inches (1321 mm) above grade.

2.
Angle-mounted screen devices. If mounted at an angle between 30 degrees and 60 degrees tipped away from the viewer, the center line of screens and other screen devices shall be located a maximum of 44 inches (1118 mm) above grade.

3.
Horizontally mounted screen devices. If mounted at an angle between 60 degrees and 90 degrees tipped away from the viewer, the center line of screens and other screen devices shall be located a maximum of 34 inches (864 mm) above grade.

Exception: Automated teller machines unregulated as to height in Sections 1117B.7.4 through 1117B.7.4.3 above are also exempt from this section.

1117B.7.6 ATM equipment for persons with vision impairments. Instructions and all information for use shall be made accessible to and independently usable by persons with vision impairments. 


	1117B.7.5 Display. LED, cathode ray or other screen devices intended to be viewed by the user shall be positioned so they are readily visible to and usable by a person sitting in a wheelchair with approximate eye level of 45 inches (1143 mm), and shall comply with the following requirements:

1.
Vertically mounted screen devices. If mounted vertically or tipped no more than 30 degrees away from the viewer, the center line of screens and other screen devices shall be located a maximum of 52 inches (1321 mm) above grade.

2.
Angle-mounted screen devices. If mounted at an angle between 30 degrees and 60 degrees tipped away from the viewer, the center line of screens and other screen devices shall be located a maximum of 44 inches (1118 mm) above grade.

3.
Horizontally mounted screen devices. If mounted at an angle between 60 degrees and 90 degrees tipped away from the viewer, the center line of screens and other screen devices shall be located a maximum of 34 inches (864 mm) above grade.

Exception: Automated teller machines unregulated as to height in Sections 1117B.7.4 through 1117B.7.4.3 above are also exempt from this section.

1117B.7.6 ATM equipment for persons with vision impairments. Instructions and all information for use shall be made accessible to and independently usable by persons with vision impairments. 



	Item 6.0 /

Section 1117B.7
(continued)
	
	1117B.7.7 Point-of-sale devices.  Point-of-sale systems that include a video touch screen or any other non-tactile keypad shall be equipped with either of the following:

1. A tactually discernible numerical keypad similar to a telephone keypad containing a raised dot with a dot base diameter between 1.5 mm and 1.6 mm and a height between 0.6 mm and 0.9 mm on the number 5 key that enables a visually impaired person to enter his or her own personal identification number or any other personal information necessary to process the transaction in a manner that provides the opportunity for the same degree of privacy input and output available to all individuals.  

2. Other technology, such as a radio frequency identification device, fingerprint biometrics, or some other mechanism that enables a visually impaired person to access the video touch screen device with his or her personal identifier and to process his or her transaction in a manner that provides the opportunity for the same degree of privacy input and output available to all individuals.  

At locations equipped with two or less point-of-sale devices, only one point-of-sale device shall be required to be equipped with a tactually discernible keypad or other technology as described above.  

Whenever a point-of-sale system is changed or modified to include a video touch screen or any other non-tactile keypad, the point-of-sale device that would include the video touch screen or non-tactile keypad shall also be equipped with a tactually discernible keypad or other technology as described above.

	Item 6.0 /

Section 1117B.7
(continued)
	TABLE 11B-5

MAXIMUM REACH DEPTH FOR AUTOMATED TELLER MACHINES

REACH DEPTH (X)

MAXIMUM HEIGHT (Y)

(inches)

(inches)

× 25.4 for mm

10

54

11

53.5

12

53

13

52.5

14

51.5

15

51

16

50.5

17

50

18

49.5

19

49

20

48.5

21

47.5

22

47

23

46.5

24

46

See Figure 11B-5F (d).


	

	Related Item 6.1 /

Figure 11B-5F
	Repeal Figure 11B-5F – See Item 19
	Repeal Figure 11B-5F – See Item 19

	Item 7.0 /
Section 1118B.5
	SECTION 1118B – SPACE ALLOWANCE AND REACH RANGES

1118B.5 Forward reach. If the clear floor space allows only forward approach to an object, the maximum high forward reach allowed shall be 48 inches (1219 mm) [see Figure 11B-5C(a)]. The minimum low forward reach is 15 inches (381 mm). If the high forward reach is over an obstruction, reach and clearances shall be as shown in Figure 11B-5C(b). 


	SECTION 1118B – SPACE ALLOWANCE AND REACH RANGES

1118B.5 Forward reach.
1118B.5.1 Unobstructed. Where a forward reach is unobstructed, the high forward reach shall be 48 inches (1219 mm) maximum and the low forward reach shall be 15 inches (381 mm) minimum above the finish floor or ground. See Figure 11B-5C (a). 

1118B.5.2 Obstructed high reach. Where a high forward reach is over an obstruction, the clear floor space shall extend beneath the element for a distance not less than the required reach depth over the obstruction.  The high forward reach shall be 48 inches (1219 mm) maximum where the reach depth is 20 inches (508 mm) maximum.  Where the reach depth exceeds 20 inches (508 mm), the high forward reach shall be 44 inches (1118 mm) maximum and the reach depth shall be 25 inches (635 mm) maximum.  See Figure 11B-5C (b) and (c).



	Item 7.0 /

Section 1118B.5
(continued)
	1118B.6 Side reach. If the clear floor space allows parallel approach by a person in a wheelchair, the maximum high side reach allowed shall be 54 inches (1372 mm) and the low side reach shall be no less than 9 inches (229 mm) above the floor [see Figure 11B-5D(a) and (b)]. If the side reach is over an obstruction, the reach and clearances shall be as shown in Figure 11B-5D(c).
	1118B.6 Side reach. 
1118B.6.1 Unobstructed. Where a clear floor or ground space allows a parallel approach to an element and the side reach is unobstructed, the high side reach shall be 48 inches (1219 mm) maximum and the low side reach shall be 15 inches (381 mm) minimum above the finish floor or ground.  See Figure 11B-5D (a).

Exception: An obstruction shall be permitted between the clear floor or ground space and the element where the depth of the obstruction is 10 inches (254 mm) maximum.

1118B.6.2 Obstructed high reach.  Where a clear floor or ground space allows a parallel approach to an element and the high side reach is over an obstruction, the height of the obstruction shall be 34 inches (864 mm) maximum and the depth of the obstruction shall be 24 inches (610 mm) maximum. The high side reach shall be 48 inches (1219 mm) maximum for a reach depth of 10 inches (254 mm) maximum.  Where the reach depth exceeds 10 inches (254 mm), the high side reach shall be 46 inches (1168 mm) maximum for a reach depth of 24 inches (610 mm) maximum.  See Figure 11B-5D (b) and (c).

Exception: The top of washing machines and clothes dryers shall be permitted to be 36 inches (914 mm) maximum above the finish floor.

	Item 8.0 /
Section 1129B.1
	SECTION 1129B – ACCESSIBLE PARKING REQUIRED

1129B.1 General.  Each lot or parking structure ... Table 11B-6 establishes the number of accessible parking spaces required.

TABLE 11B-6

SPACES REQUIRED

Establishes the number of accessible parking spaces required.

TOTAL NUMBER OF PARKING SPACES

IN LOT OR GARAGE

MINIMUM REQUIRED

NUMBER OF SPACES

1-25

1

26-50

2

51-75

3

76-100

4

101-150

5

151-200

6

201-300

7

301-400

8

401-500

9

501-1,000

*

1,001 and over

**

  *Two percent of total.

**Twenty plus one for each 100, or fraction over 1,001.
	SECTION 1129B – ACCESSIBLE PARKING REQUIRED

1129B.1 General.  Each lot or parking structure ... Table 11B-6 establishes the number of accessible parking spaces required.

TABLE 11B-6

SPACES REQUIRED

Establishes the number of accessible parking spaces required.

TOTAL NUMBER OF PARKING SPACES

IN LOT OR GARAGE

MINIMUM REQUIRED

NUMBER OF SPACES

1-25

1

26-50

2

51-75

3

76-100

4

101-150

5

151-200

6

201-300

7

301-400

8

401-500

9

501-1,000

*

1,001 and over

**

  *Two percent of total.

**Twenty plus one for each 100, or fraction thereof, over 1000.

	Item 9 /
Section 1129B.4
	SECTION 1129B – ACCESSIBLE PARKING REQUIRED

1129B.4 Identification of parking spaces for off-street parking facilities. Each parking space …
Van accessible spaces ...

An additional sign …

In addition to the above requirements, the surface of each accessible parking space or stall shall have a surface identification duplicating either of the following schemes:

1.
By outlining or painting the stall or space in blue and outlining on the ground in the stall or space in white or suitable contrasting color a profile view depicting a wheelchair with occupant; or

2.
By outlining a profile view of a wheelchair with occupant in white on blue background. The profile view shall be located so that it is visible to a traffic enforcement officer when a vehicle is properly parked in the space and shall be  36 inches high by 36 inches wide (914 mm by 914 mm). See Figures 11B-18A through 11B-18C.
	SECTION 1129B – ACCESSIBLE PARKING REQUIRED

1129B.4 Identification of parking spaces for off-street parking facilities. Each parking space …

Van accessible spaces ...

An additional sign …

In addition to the above requirements, the surface of each accessible parking space or stall shall have a surface identification duplicating either of the following schemes:

1.
By outlining or painting the stall or space in blue and outlining an International Symbol of Accessibility on the ground in the stall or space in white or suitable contrasting color a profile view depicting a wheelchair with occupant; or

2.
By outlining a profile view of a wheelchair with occupant an International Symbol of Accessibility on the ground in the stall or space in white on blue background. The profile view shall be located so that it is visible to a traffic enforcement officer when a vehicle is properly parked in the space and shall be  36 inches high by 36 inches wide (914 mm by 914 mm). See Figures 11B-18A through 11B-18C.

The International Symbol of Accessibility shall be a minimum 36 inches high by 36 inches wide (914 mm by 914 mm) and shall be aligned with the end of the stall or space adjacent to the traffic aisle so that it is visible to a traffic enforcement officer when a vehicle is properly parked in the space. See Figures 11B-18A, 11B-18B and 11B-18C.

	Item 10 /

Section 1133B.2.3.1
	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL

1133B.2 Doors.

1133B.2.3 Hinged doors. For hinged doors, ...

1133B.2.3.1 Pairs of doors. Where a pair of doors is utilized, at least one of the doors shall provide a clear, unobstructed opening width of 32 inches (813 mm) with the leaf positioned at an angle of 90 degrees from its closed position.
	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL

1133B.2 Doors.

1133B.2.3 Hinged doors. For hinged doors, ...

1133B.2.3.1 Pair of doors. Where a pair of doors is utilized, at least one of the doors shall provide a clear, unobstructed opening width of 32 inches (813 mm) with the leaf positioned at an angle of 90 degrees from its closed position.

	Item 11 /
Section 1133B.2.3
Note:  this item includes realignment of the indentation to indicate the exceptions apply to all of Section 1133B.2.3, not only to Section 1133B.2.3.2
	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL
1133B.2 Doors.

1133B.2.3 Hinged doors. For hinged doors, the opening width…
1133B.2.3.1 Pairs of doors. Where a pair of doors is utilized …
1133B.2.3.2 Automatic and power-assisted doors. If an automatic door is used, then it shall comply with BHMA A156.10. Slowly opening, low-powered, automatic doors shall comply with BHMA A156.19. Such doors shall not open to back check faster than 3 seconds and shall require no more than 15 lbf (66.72 N) to stop door movement. If a power-assisted door is used, its door-opening force shall comply with 1133B.2.5 and its closing shall conform to the requirements in BHMA A156.19. When an automatic door operator is utilized to operate a pair of doors, at least one of the doors shall provide a clear, unobstructed opening width of 32 inches (813 mm) with the door positioned at an angle of 90 degrees from its closed position.

Exceptions:

1.
The provisions of Section 1133B.2.3 shall not apply to existing buildings, except when otherwise required under conditions applicable to access for persons with disabilities. In existing buildings, the following shall apply:

Where the occupant load is less than 10, except Group I, Division 1 Occupancies, or where the occupant load is greater than 10 and it is determined that compliance with Section 1133B.2.3 would create an unreasonable hardship, a projection of 5/8 inch (16 mm) maximum will be permitted for the latch side stop.

2.
In existing buildings, the provisions of this section shall not apply when legal or physical constraints will not allow compliance with these building standards or equivalent facilitation without creating an unreasonable hardship. See Section 109.1.5.


	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL
1133B.2 Doors.

1133B.2.3 Hinged doors. For hinged doors, the opening width…
1133B.2.3.1 Pairs of doors. Where a pair of doors is utilized …
1133B.2.3.2 Automatic and power-assisted doors. If an automatic door is used, then it shall comply with BHMA A156.10. Slowly opening, low-powered, automatic doors shall comply with BHMA A156.19. Such doors shall not open to back check faster than 3 seconds and shall require no more than 15 lbf (66.72 N) to stop door movement. If a power-assisted door is used, its door-opening force shall comply with 1133B.2.5 and its closing shall conform to the requirements in BHMA A156.19. When an automatic door operator is utilized to operate a pair of doors, at least one of the doors shall provide a clear, unobstructed opening width of 32 inches (813 mm) with the door positioned at an angle of 90 degrees from its closed position.

Exceptions:

1.
In existing buildings, where the occupant load is less than 10, except Group I, Division 1 Occupancies, or where the occupant load is greater than 10 and it is determined that compliance with Section 1133B.2.3 would create an unreasonable hardship, a projection of 5/8 inch (16 mm) maximum will be permitted for the latch side stop.

2.
In existing buildings, the provisions of this section shall not apply when legal or physical constraints will not allow compliance with these building standards or equivalent facilitation without creating an unreasonable hardship. See Section 109.1.5.



	Item 12.0 /
Section 1133B.4.2
	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL
1133B.4 Stairways. Stairways shall conform to the provisions of this section.

1133B.4.2 Handrail configuration.

1133B.4.2.5 Handrails projecting from a wall shall have a space of 1-½ inches (38 mm) between the wall and the handrail.

Handrails may be located in a recess if the recess is a maximum of 3 inches (76 mm) deep and extends at least 18 inches (457 mm) above the top of the rail. Handrails shall not rotate in their fittings.

1133B.4.2.6 Handgrips. The handgrip portion of handrails shall be not less than 1-¼ inches (32 mm) nor more than 1-½ inches (38 mm) in cross-sectional nominal dimension or the shape shall provide an equivalent gripping surface. The handgrip portion of handrails shall have a smooth surface with no sharp corners. Gripping surfaces (top or sides) shall be uninterrupted by newel posts, other construction elements or obstructions. Any wall or other surface adjacent to the handrail shall be free of sharp or abrasive elements. Edges shall have a minimum radius of ⅛ inch (3.2 mm).

Exceptions:

1.
In existing buildings …

2.
These regulations …


	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL
1133B.4 Stairways. Stairways shall conform to the provisions of this section.

1133B.4.2 Handrail configuration.

1133B.4.2.5 Handrails projecting from a wall shall have a space of 1-½ inches (38 mm) between the wall and the handrail.

Handrails may be located in a recess if the recess is a maximum of 3 inches (76 mm) deep and extends at least 18 inches (457 mm) above the top of the rail. Handrails shall not rotate in their fittings.

1133B.4.2.6 Handgrips. The handgrip portion of handrails shall be not less than 1-¼ inches (32 mm) nor more than 1-½ inches (38 mm) in cross-sectional nominal dimension or the shape shall provide an equivalent gripping surface. The handgrip portion of handrails shall have a smooth surface with no sharp corners. Gripping surfaces (top or sides) shall be uninterrupted by newel posts, other construction elements or obstructions. Adjacent elements shall be positioned to provide unobstructed use of handrails.  Any wall or other surface adjacent to the handrail shall be free of sharp or abrasive elements. Edges shall have a minimum radius of ⅛ inch (3.2 mm).

Exceptions:

1.
In existing buildings …

2.
These regulations …



	Item 13.0 /
Section 1133B.4.3
	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL
1133B.4 Stairways.  Stairways shall …

1133B.4.3 Tactile floor identification signs in stairways.  Tactile floor identification signs that comply with Section 1117B.5 Item 1 shall be located at each floor level landing in all enclosed stairways in buildings two or more stories in height to identify the floor level. At exit discharge level, the sign shall include a raised five pointed star located to the left of the identifying floor level. The outside diameter of the star shall be the same as the height of the raised characters.
	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL
1133B.4 Stairways.  Stairways shall …

1133B.4.3 Tactile floor identification signs in stairways.  Tactile floor identification signs shall comply with Chapter 10, Section 1022.8.

	Item 14.0 /
Section 1133B.5.4.6
	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL
1133B.5 Ramps.

1133B.5.4 Landings. …

1133B.5.4.6 Change of direction. Intermediate and bottom landings at a change of direction in excess of 30 degrees shall have a dimension in the direction of ramp run of not less than 72 inches (1829 mm) to accommodate the handrail extension.
	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL
1133B.5 Ramps.

1133B.5.4 Landings. …

1133B.5.4.6 Change of direction. Intermediate and bottom landings at a change of direction shall have a dimension in the direction of ramp run of not less than 72 inches (1829 mm) to accommodate the handrail extension.

	Item 15.0 /
Section 1133B.5.4.9
	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL
1133B.5 Ramps.
1133B.5.4 Landings. …

1133B.5.4.9 Hazards. Required ramps shall have a curb at least 2 inches (51 mm) high, or a wheel guide rail 2 to 4 inches (51 to 102 mm) high on each side of the ramp landing that has a vertical drop exceeding 4 inches (102 mm) and that is not bounded by a wall or fence.
	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL
1133B.5 Ramps.
1133B.5.4 Landings. …

1133B.5.4.9 Hazards. Required ramps shall have a curb at least 2 inches (51 mm) high, or a wheel guide rail 2 to 4 inches (51 to 102 mm) high on each side of the ramp landing that is not bounded by a wall or fence.

	Item 16.0 /
Section 1133B.5.5.1
	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL
1133B.5.5 Handrails for ramps.

1133B.5.5.1 Handrails are required on ramps that provide access if slope exceeds one unit vertical in 20 units horizontal (5-percent slope), except that at exterior door landings, handrails are not required on ramps less than 6 inches (152 mm) rise or 72 inches (1829 mm) in length. Handrails shall be placed on each side of each ramp, shall be continuous the full length of the ramp, shall be 34 to 38 inches (864 to 965 mm) above the ramp surface to the top of the handrails, shall extend a minimum of 1 foot (305 mm) beyond the top and bottom of the ramp and shall be parallel with the floor or ground surface. The inside handrail on switchback or dogleg ramps shall always be continuous. The ends of handrails shall be either rounded or returned smoothly to floor, wall or post. Handrails projecting from a wall shall have a space of 1-½ inches (`38 mm) between the wall and the handrail. Handrails may be located in a recess if the recess is a maximum of 3 inches (76 mm) deep and extends at least 18 inches (457 mm) above the top of the rail. The grip portion shall not be less than 1-1/4 inches (32 mm) nor more than 1-1/2 inches (38 mm) in cross-sectional nominal dimension or the shape shall provide an equivalent gripping surface, and all surfaces shall be smooth with no sharp corners. Handrails shall not rotate within their fittings. Any wall or other surface adjacent to the handrail shall be free of sharp or abrasive elements. Edges shall have a minimum radius of 1/8 inch (3 mm).

Exceptions:

1.
Handrails at ramps immediately adjacent to fixed seating in assembly areas are not required.
2.
Curb ramps do not require handrails.
	SECTION 1133B – GENERAL ACCESSIBILITY FOR ENTRANCES, EXITS AND PATHS OF TRAVEL
1133B.5.5 Handrails for ramps.

1133B.5.5.1 Handrails are required on ramps that provide access if slope exceeds one unit vertical in 20 units horizontal (5-percent slope). Handrails shall be placed on each side of each ramp, shall be continuous the full length of each ramp run, shall be 34 to 38 inches (864 to 965 mm) above the ramp surface to the top of the handrails, shall extend a minimum of 1 foot (305 mm) beyond the top and bottom of the ramp and shall be parallel with the floor or ground surface. The inside handrail on switchback or dogleg ramps shall always be continuous. The ends of handrails shall be either rounded or returned smoothly to floor, wall or post. Handrails projecting from a wall shall have a space of 1-½ inches (`38 mm) between the wall and the handrail. Handrails may be located in a recess if the recess is a maximum of 3 inches (76 mm) deep and extends at least 18 inches (457 mm) above the top of the rail. The grip portion shall not be less than 1-1/4 inches (32 mm) nor more than 1-1/2 inches (38 mm) in cross-sectional nominal dimension or the shape shall provide an equivalent gripping surface, and all surfaces shall be smooth with no sharp corners. Adjacent elements shall be positioned to provide unobstructed use of handrails at the specified locations.  Handrails shall not rotate within their fittings. Any wall or other surface adjacent to the handrail shall be free of sharp or abrasive elements. Edges shall have a minimum radius of 1/8 inch (3 mm).

Exceptions:

1.
Handrails at ramps immediately adjacent to fixed seating in assembly areas are not required.
2.
Curb ramps do not require handrails.

3.
At door landings, handrails are not required on ramp runs less than 6 inches (152 mm) in rise or 72 inches (1829 mm) in length.



	
	SECTION 1134B -- ACCESSIBILITY FOR EXISTING BUILDINGS

1134B.2 General. …

1134B.2.1 A primary entrance to the building or facility and the primary path of travel to the specific area of alteration, structural repair or addition, and sanitary facilities, drinking fountains, signs and public telephones serving the area.

Exceptions:

1.
When the total construction cost of alterations, structural repairs or additions does not exceed a valuation threshold of $50,000, based on January 1981, “ENR US 20 Cities” Average construction cost index of 3372.02 (Engineering News Record, McGraw Hill Publishing Company), and the enforcing agency finds that compliance with this code creates an unreasonable hardship, compliance shall be limited to the actual work of the project. The enforcing agency shall annually update the valuation threshold to a current amount based on the increase in the index since the last figure used. (For example, the January 2010 amount is $128,410.86.) For purposes of this exception, …


	SECTION 1134B -- ACCESSIBILITY FOR EXISTING BUILDINGS

1134B.2 General. …

1134B.2.1 A primary entrance to the building or facility and the primary path of travel to the specific area of alteration, structural repair or addition, and sanitary facilities, drinking fountains, signs and public telephones serving the area.

Exceptions:

1.
When the total construction cost of alterations, structural repairs or additions does not exceed a valuation threshold of $50,000, based on January 1981, “ENR US 20 Cities” Average construction cost index of 3372.02 (Engineering News Record, McGraw Hill Publishing Company), and the enforcing agency finds that compliance with this code creates an unreasonable hardship, compliance shall be limited to the actual work of the project. The enforcing agency shall annually update the valuation threshold to a current amount based on the increase in the index since the last figure used. (For example, the January 2011 amount is $xxx,xxx.xx.) For purposes of this exception, …



	Item 18.0 /
Multiple sections
	1115B.3 Toilet facilities.

1115B.3.1 Multiple-accommodation toilet facilities. Multiple-accommodation toilet facilities shall have the following: …
	1115B.3 Toilet facilities.

1115B.3.1 Multiple-accommodation toilet facilities. See Figure 11B-1B. Multiple-accommodation toilet facilities shall have the following: …

	Item 18.0 /

Multiple sections

(continued)
	1115B.4 Accessible fixtures. 

1115B.4.4 Accessible showers. …

1115B.4.4.8 Shower accessories. Shower accessories shall include:

1.
A folding seat …
2.
Grab bars located on walls adjacent to and opposite the seat. Grab bars shall also comply with the diameter, loading and projection requirements of Section 1115B.7. Grab bars shall be mounted between a minimum of 33 inches (838 mm) and a maximum of 36 inches (914 mm) above the shower floor with an L-shaped grab bar mounted on walls opposite and adjacent to the front edge of the seat, but not extended to include that portion of wall over the seat. See Figure 11B-2A or 11B-2B.
	1115B.4 Accessible fixtures. 

1115B.4.4 Accessible showers. …

1115B.4.4.8 Shower accessories. Shower accessories shall include:

1.
A folding seat …

2.
Grab bars located on walls adjacent to and opposite the seat. Grab bars shall also comply with the diameter, loading and projection requirements of Section 1115B.7. Grab bars shall be mounted between a minimum of 33 inches (838 mm) and a maximum of 36 inches (914 mm) above the shower floor with an L-shaped grab bar mounted on walls opposite and adjacent to the front edge of the seat, but not extended to include that portion of wall over the seat. See Figure 11B-2A, or 11B-2B, or 11B-2C.

	Item 18.0 /

Multiple sections

(continued)
	1133B.2 Doors.

1133B.2.3 Hinged doors. For hinged doors, …

1133B.2.3.1 Pairs of doors. Where a pair of doors is utilized, at least one of the doors shall provide a clear, unobstructed opening width of 32 inches (813 mm) with the leaf positioned at an angle of 90 degrees from its closed position.
	1133B.2 Doors.

1133B.2.3 Hinged doors. For hinged doors, …

1133B.2.3.1 Pairs of doors. Where a pair of doors is utilized, at least one of the doors shall provide a clear, unobstructed opening width of 32 inches (813 mm) with the leaf positioned at an angle of 90 degrees from its closed position. See Figure 11B-5B(b).

	Item 18.0 /

Multiple sections

(continued)
	1133B.2 Doors.
1133B.2.6 Smooth surface. The bottom 10 inches (254 mm) of all doors except automatic and sliding shall have a smooth, uninterrupted surface to allow the door to be opened by a wheelchair footrest without creating a trap or hazardous condition. Where narrow frame doors are used, a 10-inch (254 mm) high smooth panel shall be installed on the push side of the door, which will allow the door to be opened by a wheelchair footrest without creating a trap or hazardous condition.
	1133B.2 Doors.
1133B.2.6 Smooth surface. The bottom 10 inches (254 mm) of all doors except automatic and sliding shall have a smooth, uninterrupted surface to allow the door to be opened by a wheelchair footrest without creating a trap or hazardous condition. Where narrow frame doors are used, a 10-inch (254 mm) high smooth panel shall be installed on the push side of the door, which will allow the door to be opened by a wheelchair footrest without creating a trap or hazardous condition. See Figure 11B-29.

	Item 18.0 /

Multiple sections

(continued)
	1133B.4 Stairways.

1133B.4.2 Handrail configuration.

1133B.4.2.1 The top of handrail gripping surface shall be mounted between 34 to 38 inches (864 to 965 mm) above the nosing of the treads.

1133B.4.2.5 Handrails projecting from a wall shall have a space of 1-½ inches (38 mm) between the wall and the handrail.

   Handrails may be located in a recess if the recess is a maximum of 3 inches (76 mm) deep and extends at least 18 inches (457 mm) above the top of the rail. Handrails shall not rotate in their fittings.
1133B.4.2.6 Handgrips. The handgrip portion of handrails shall be not less than 1-¼ inches (32 mm) nor more than 1-½ inches (38 mm) in cross-sectional nominal dimension or the shape shall provide an equivalent gripping surface. The handgrip portion of handrails shall have a smooth surface with no sharp corners. Gripping surfaces (top or sides) shall be uninterrupted by newel posts, other construction elements or obstructions. Any wall or other surface adjacent to the handrail shall be free of sharp or abrasive elements. Edges shall have a minimum radius of 1/8 inch (3.2 mm).
	1133B.4 Stairways.

1133B.4.2 Handrail configuration.

1133B.4.2.1 The top of handrail gripping surface shall be mounted between 34 to 38 inches (864 to 965 mm) above the nosing of the treads.  See Figure 11B-35.

1133B.4.2.5 Handrails projecting from a wall shall have a space of 1-½ inches (38 mm) between the wall and the handrail.

   Handrails may be located in a recess if the recess is a maximum of 3 inches (76 mm) deep and extends at least 18 inches (457 mm) above the top of the rail. Handrails shall not rotate in their fittings.  See Figure 11B-36.

1133B.4.2.6 Handgrips. The handgrip portion of handrails shall be not less than 1-¼ inches (32 mm) nor more than 1-½ inches (38 mm) in cross-sectional nominal dimension or the shape shall provide an equivalent gripping surface. The handgrip portion of handrails shall have a smooth surface with no sharp corners. Gripping surfaces (top or sides) shall be uninterrupted by newel posts, other construction elements or obstructions. Any wall or other surface adjacent to the handrail shall be free of sharp or abrasive elements. Edges shall have a minimum radius of 1/8 inch (3.2 mm). See Figure 11B-36.

	Item 18.0 /

Multiple sections

(continued)
	1133B.4.4 Striping for the visually impaired. Interior stairs shall have the upper approach and lower tread marked by a stripe providing clear visual contrast.  Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.
	1133B.4.4 Striping for the visually impaired. Interior stairs shall have the upper approach and lower tread marked by a stripe providing clear visual contrast.  Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast. See Figure 11B-35.

	Item 18.0 /

Multiple sections

(continued)
	1133B.4.5 Stair treads, risers and nosing. Stair treads …

1133B.4.5.1 Treads. All tread surfaces shall be slip resistant. Weather-exposed stairs and their approaches shall be designed so that water will not accumulate on the walking surfaces. Treads shall have smooth, rounded or beveled exposed edges.
	1133B.4.5 Stair treads, risers and nosing. Stair treads …

1133B.4.5.1 Treads. All tread surfaces shall be slip resistant. Weather-exposed stairs and their approaches shall be designed so that water will not accumulate on the walking surfaces. Treads shall have smooth, rounded or beveled exposed edges. See Figure 11B-35.

	Item 18.0 /

Multiple sections

(continued)
	1133B.5 Ramps.

1133B.5.5 Handrails for ramps.

1133B.5.5.1 Handrails are required on ramps that provide access if slope exceeds one unit vertical in 20 units horizontal (5-percent slope), except that at exterior door landings, handrails are not required on ramps less than 6 inches (152 mm) rise or 72 inches (1829 mm) in length. Handrails shall be placed on each side of each ramp, shall be continuous the full length of the ramp, shall be 34 to 38 inches (864 to 965 mm) above the ramp surface to the top of the handrails, shall extend a minimum of 1 foot (305 mm) beyond the top and bottom of the ramp and shall be parallel with the floor or ground surface. The inside handrail on switchback or dogleg ramps shall always be continuous. The ends of handrails shall be either rounded or returned smoothly to floor, wall or post. Handrails projecting from a wall shall have a space of 1-½ inches (38 mm) between the wall and the handrail. Handrails may be located in a recess if the recess is a maximum of 3 inches (76 mm) deep and extends at least 18 inches (457 mm) above the top of the rail. The grip portion shall not be less than 1-1/4 inches (32 mm) nor more than 1-1/2 inches (38 mm) in cross-sectional nominal dimension or the shape shall provide an equivalent gripping surface, and all surfaces shall be smooth with no sharp corners. Handrails shall not rotate within their fittings. Any wall or other surface adjacent to the handrail shall be free of sharp or abrasive elements. Edges shall have a minimum radius of 1/8 inch (3 mm).
	1133B.5 Ramps.

1133B.5.5 Handrails for ramps.

1133B.5.5.1 Handrails are required on ramps that provide access if slope exceeds one unit vertical in 20 units horizontal (5-percent slope), except that at exterior door landings, handrails are not required on ramps less than 6 inches (152 mm) rise or 72 inches (1829 mm) in length. Handrails shall be placed on each side of each ramp, shall be continuous the full length of the ramp, shall be 34 to 38 inches (864 to 965 mm) above the ramp surface to the top of the handrails, shall extend a minimum of 1 foot (305 mm) beyond the top and bottom of the ramp and shall be parallel with the floor or ground surface. The inside handrail on switchback or dogleg ramps shall always be continuous. The ends of handrails shall be either rounded or returned smoothly to floor, wall or post. Handrails projecting from a wall shall have a space of 1-½ inches (38 mm) between the wall and the handrail. Handrails may be located in a recess if the recess is a maximum of 3 inches (76 mm) deep and extends at least 18 inches (457 mm) above the top of the rail. The grip portion shall not be less than 1-1/4 inches (32 mm) nor more than 1-1/2 inches (38 mm) in cross-sectional nominal dimension or the shape shall provide an equivalent gripping surface, and all surfaces shall be smooth with no sharp corners. Handrails shall not rotate within their fittings. Any wall or other surface adjacent to the handrail shall be free of sharp or abrasive elements. Edges shall have a minimum radius of 1/8 inch (3 mm). See Figure 11B-27.
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	1133B.3 Corridors, hallways and exterior exit balconies.

1133B.3.2 Corridors and hallways over 200 feet (60 960 mm). Corridors and hallways that are located on an accessible route and exceed 200 feet (60 960 mm) in length shall have a minimum clear width of 60 inches (1524 mm).  If an accessible route has less than 60 inches (1524 mm) clear width, then passing spaces at least 60 inches by 60 inches (1524mmby 1524 mm) shall be located at intervals of 200 feet (60 960 mm maximum). A “T” intersection of two corridors or walks is an acceptable passing place.
	1133B.3 Corridors, hallways and exterior exit balconies.

1133B.3.2 Corridors and hallways over 200 feet (60 960 mm). Corridors and hallways that are located on an accessible route and exceed 200 feet (60 960 mm) in length shall have a minimum clear width of 60 inches (1524 mm).  If an accessible route has less than 60 inches (1524 mm) clear width, then passing spaces at least 60 inches by 60 inches (1524mmby 1524 mm) shall be located at intervals of 200 feet (60 960 mm maximum). A “T” intersection of two corridors or walks is an acceptable passing place.  See Figure 11B-34.
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Figure 11B-1A
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Figure 11B-1B
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Figure 11B-1C
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Figure 11B-4
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Figure 11B-5C
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Figure 11B-5D
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Figure 11B-5F
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Figure 11B-17
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Figure 11B-5D
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