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Picture: 

Brand/Model Number: First Data® FD50 First Data® FD100 First Data® FD200 First Data® FD300 First Data® FD400
Payment Channel: Card Payment Card Payment with 

Wireless LAN Flexibility
Card Payment with 

Wireless LAN Flexibility 
and Built-In Check 

Reader

Multi-Merchant Card 
Payment with 
Wireless LAN 

Flexibility

Wireless Card 
Payment

Description: The FD50 accepts PIN-secured 
(with the addition of a PIN Pad) and 
signature debit cards, credit cards , 
checks (with the addition of a check 
reader), contactless payments (with 
the addition of a contactless reader) 
and gift cards  

The FD100 accepts PIN-secured 
(with the addition of a PIN Pad) 
and signature debit cards, credit 
cards , checks (with the addition 
of a check reader), contactless 
payments (with the addition of a 
contactless reader) and gift 
cards  

The FD200 accepts PIN-secured 
(with the addition of a PIN Pad) 
and signature debit cards, credit 
cards , checks , contactless 
payments (with the addition of a 
contactless reader) and gift 
cards  

The FD300 accepts PIN-
secured (with the addition of 
a PIN Pad) and signature 
debit cards, credit cards , 
checks (with the addition of 
a check reader), contactless 
payments (with the addition 
of a contactless reader) and 
gift cards  

The FD400 accepts PIN-
secured and signature debit 
cards, credit cards , paper 
checks, and gift cards  

Connectivity: Dial-up or IP connection Dial-up, IP or WIFI connection Dial-up, IP or WIFI connection Dial-up, IP or WIFI 
connection

Wireless Connectivity

Processor:
32-bit ARM9

32-bit (ARM 920T 32-bit CPU 
core)

32-bit ARM9 + separate CPU for 
check imaging 32-bit ARM9 32-bit ARM9

Memory: 16MB SDRAM
32MB Flash

32MB SDRAM
32MB Flash

32MB SDRAM
32MB Flash

32MB SDRAM
32MB Flash

32MB SDRAM
32MB Flash

Display: 128x64 backlit LCD 128x64 backlit touch screen 
LCD

128x64 backlit touch screen 
LCD

¼ VGA backlit color touch 
screen TFT Color touch screen

Magnetic Card Reader:
3 track MSR

Three-track magnetic stripe 
reader

3-track MSR and integrated 
MICR reader/check imager 3-track MSR 3-track MSR 

Smart Card (Optional): No No No No No
SAM Card Reader 
(Optional):

No No No No No

Keypad: 22 keys (including 6 screen 
addressable keys) 16 keys 16 keys No keyboard

17 keys (including on/off 
button)

I/O Modules:
Peripheral Ports: 3 USB ports and 1 serial port 4 USB ports and 2 serial ports 4 USB ports and 2 serial ports 4 USB ports and 2 serial 

ports
None

Printer: 2.25” thermal
3” thermal 15 lines per second, 
three in wide thermal roll printer 3” thermal + inkjet 3” thermal 2.25” thermal

Modem: 14.4K dial modem 56K dial modem 56K dial modem 56K dial modem 

Wireless Modem:
Wi-Fi (optional) Wi-Fi (optional) Wi-Fi (optional)

Wireless GSM/GPRS 
modem with internal 
antenna

Protocols:
Security:
Communications: 1 dial ports and 1 Ethernet 

port
2 dial ports and 1 Ethernet port 2 dial ports and 1 Ethernet port 2 dial ports and 1 Ethernet 

port
Wireless GPRS

Physical:
Environment:
Voltage:
PCI: PCI PED Compliant
Software: Windows OS; Proprietary 

Software
Windows OS; Proprietary 
Software

Windows OS; Proprietary 
Software

Windows OS; 
Proprietary Software

Windows OS; 
Proprietary Software

Additional Options/Info: Check reader, PIN pad and 
contactless reader can be 
connected using the 
peripheral port to provide 
more payment choices 

Check reader, PIN pad 
and contactless reader 
can be connected using 
the peripheral port to 
provide more payment 
choices 

PIN pad and contactless 
readers can be 
connected using the 
peripheral port to provide 
more payment choices 

Check reader, PIN 
pad and contactless 
reader can be 
connected using the 
peripheral port to 
provide more 
payment choices 
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Picture:

Brand/Model Number: First Data® FD-10 First Data® FD-10c
Description: PIN pad only PIN pad+MSR

Size:

Customer hand held 
PIN pad used for PIN 
entry only.

Customer hand held 
credit/debit card 
reader and pin pad 
that reads Magnetic 
Stripe Cards

User Interface:
16 charactler, 2-line 
LCD

16 charactler, 2-line 
LCD

Card Reader: n/a 2-track MSR
Microporcessor & Memory:

Security:

Complies with the 
latest Payment Card 
Industry (PCI) PIN 
Entry Device (PED) 
requirements for 
security and fraud 
protection.

Complies with the 
latest PIN entry 
specifications, 
including:
- Triple Data 
Encryption Standard 
(DES) certification
- Master Session
- Derived Unique Key 
Per Transaction 
(DUKPT)

JJUltrasonically 
sealed case and 
secure 
microprocessor for 
the highest security 
possible

Complies with the 
latest Payment Card 
Industry (PCI) PIN 
Entry Device (PED) 
requirements for 
security and fraud 
protection.

Complies with the 
latest PIN entry 
specifications, 
including:
- Triple Data 
Encryption Standard 
(DES) certification
- Master Session
- Derived Unique Key 
Per Transaction 
(DUKPT)

JJUltrasonically 
sealed case and 
secure 
microprocessor for 
the highest security 
possible

Certification: PCI PED PCI PED
Input/Output: RS232 USB or RS232
Power: 5V@500mA 5V@500mA

Environment:

Operating Temp: 0-50 
degrees C, Non-
Operating 
Temperature: -20-70 
degrees C, Operating 
Humidity 5% to 95% 
non-condensing

Operating Temp: 0-50 
degrees C, Non-
Operating 
Temperature: -20-70 
degrees C, Operating 
Humidity 5% to 95% 
non-condensing

PIN PAD SPECIFICATIONS
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CHECK READER /
IMAGER 
SPECIFICATIONS
Brand/Model Number: (Insert) (Insert) (Insert) (Insert)

Canon CR 25 and 
CR 55

Canon CR 180 Capture One CheXpress CX30

Encheck i1120 LS 100 LS150 Panini Ideal

Panini Vision X TS4120 TS230 TS240

Click on the Following PDF links for specification information.
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Picture:

Brand/Model Number: N-MINIM-USB 
(21040109)

N-MAG21040108

Description: Mini Mag with USB 
Port, Track 1, 2

USB Black Track 
1,2,3

Color: Black/White Black/White
Dimensions: 1.23"x1.28"x3.94"
Weight:
Connector: USB USB  
Cable Length: 6 feet 6 feet
Card Type: ISO and AAMVA ISO and AAMVA

Environment:

Temp - Operating: 
32ºF - 131ºF (0ºC - 
55ºC)
Humidity - Operating: 
10% - 90% non 
condensing
Altitude - Operating: 0 - 
10,000 ft (0 - 3,048 m)

Temp - Operating: 
32ºF - 131ºF (0ºC - 
55ºC)
Humidity - Operating: 
10% - 90% non 
condensing
Altitude - Operating: 0 - 
10,000 ft (0 - 3,048 m)

WEDGE SPECIFICATIONS
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Brand/Model Number: First Data® FD-20
Description: Contactless Card 

Rader
Color: Black

Dimensions: 118mm x 101mm x 
97mm

Weight: 230g
Material: PCI PED, ISO14443 

Type A/B (MiFare 
Protocol), MasterCard 
Paypass, Visa 
Paywave, Amex 
ExpressPay, Discover 
Zip, and First Data Go-
TAG

Card Mounting: n/a
Sales Slip: n/a

MISCELLANEOUS EQUIPMENT SPECIFICATIONS



CONTRACTOR'S SOFTWARE FEATURES Exhibit E-- Attachment III - 6

1 of 1 Revised 8/31/2009

Contractor: First Data

Last Update: 8/31/2009

SOFTWARE  FEATURES

IC Verify - First Data Payment Software for Windows® Standard Edition 4.0 software, a well-known
and widely distributed payment software product, is a comprehensive and cost-effective alternative
to traditional point-of-sale (POS) equipment. 

The Payment Software for Windows software solution transmits payment information over high-
speed Internet connections. PC's running Payment Software are better than terminals: they reduce
redundancy, free up counter space for products and, by offering a one-time fee for licensing, save the
merchant the cost of “per click” fees to process payments. In addition, transaction history is archived
for up to nine years for more comprehensive reporting.
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